
Specifications

Illumination levels

High Mid Low Strobe SOS

Luminance 1200Lm \ 160Lm 1200Lm \

Duration 5-8 Hours

Max Range 100-300m

Impact Resistance 1m

Water Resistance IP65

LED 1*CREE XM-L T6 LED

Battery Type 2 ×18650 Li-ion

Crust Materials ABS+ Aluminum Alloy

Switch Head Switch

Size 12 × 9 × 8cm

Home Charger UK/AU Plug 240Vac

Weight W/O Battery 195g, With Battery 300g

DAWSON: Focusable & Rechargeable LED Head Light 
D-HT02

Specifications

Illumination levels

High Mid Low Strobe SOS

Luminance 1000Lm \ 180Lm 1000Lm 1000Lm

Duration 4-8 Hours

Max Range 200-400m

Impact Resistance 1m

Water Resistance IP65

LED 1 * XM-L T6 LED

Battery Type 1 ×18650 Li-ion

Crust Materials Aluminum Alloy

Switch Middle Switch

Size 12.5 (L) × 2.7 (H.Dia) × 2.5 (T.Dia)

Accessories  USB Cable

Battery 18650 Li-ion 3.7V

DAWSON: USB Rechargeable LED FlashLight
D-T01A

TM

TM

Features: 
• Include 1pc 18650 Li-ion Rechargeable battery
• 1pc USB Cable
• Heavy Duty PC casing. 

DAWSON: Tactical High Power LED FlashLight
D-SF05

TM

Specifications

Illumination levels

High Mid Low Strobe SOS

Luminance 2500Lm 1800Lm 180Lm 2500Lm 2500Lm

Duration 8-10 Hours (Based On Battery Capacity)

Max Range 500-1000m

Impact Resistance 1m

Water Resistance IPX7

LED 1 * CREE XHP50 LED

Battery Type 1 ×18650 Li-ion Rechargeable Type

Crust Materials Air Craft Aluminum

Switch Head Switch design and one-touch Strobe function

Size 210g/pc( excluded Battery), 17(L)×4.2(H.Dia)×3.5( T.Dia)cm

Charge Type  USB Cable

Feature 4 Levels Battery Power Display

Features: 
• Fast Heat Dissipation
• Toughened Lens & Optical glass of High 

Reflective Ratio.
• Hard-Anodized Finish: Aero-Craft Grade 

Aluminum 



DAWSON: USB Rechargeable Dual Head LED Head Light 
D-HQ01

TM

DAWSON: AAA Multi Function LED Head Light 
D-HL03B

TM

Specifications

Illumination levels

High Low Strobe Red White

Luminance 300Lm 80Lm 300Lm 100% 100%

Duration 4-15Hours (According to the battery capacity)

Max Range 100-200m

Impact 
Resistance

1m

Water 
Resistance

IPX6

LED Cree XPE + Red + White LED

Battery Type 2 × AAA Batteries (Rechargeable / Non-rechargeable)

Crust Materials ABS + PC

Switch Dual Switch

Size Headlamp: 6 × 3 × 3 cm

Charge Method Rechargeable / Non-rechargeable AAA type

Weight 46g (Excluded Battery) , 65g/set (Included Battery)

Features: 
• 4 Levels Battery Power Display & 2 Modes Red Warning Light.
• Switch ON, it can show the battery power and warning Light. 

Power Display about 10 Seconds will auto off.

Specifications

Illumination levels

Head 1: XP E+ Red+ Green Head Light Head 2: COB Head Light

High Low Red Green High Low Strobe

Luminance 300Lm 150Lm 100% 100% 100% 50% 100%

Duration 10-15Hours (According to the battery capacity)

Max Range 50-180m

Impact 
Resistance

1m

Water 
Resistance

IPX6

LED XP E+ Red+ Green LED / 3W COB LED

Battery 
Type

2 ×18650 Li-ion Rechargeable

Crust 
Materials

ABS

Switch Single Switch control each head

Size 7 .5(L) × 3 (Dia) × 4(H)cm , 140g Not Include Battery

Charge & 
Time

USB Charge, 4-8hrs

Weight 64g(exclude battery), 155g(With battery)



DAWSON: USB Rechargeable LED FlashLight
D-ZT10

TM

Features: 

• Include 1pc 18650 Li-ion Rechargeable battery
• 1pc USB Cable
• Heavy Duty PC casing. 

DAWSON: USB High Power LED FlashLight
D-SF07

TM

Features: 
• Fast Heat Dissipation
• Toughened Lens & Optical glass of High Reflective Ratio.
• Hard-Anodized Finish: Aero-Craft Grade Aluminum 
• Self-Defense, security use.

Specifications

Illumination levels

High Mid Low Strobe COB LED

Luminance 1000Lm \ 200Lm 1000Lm WHITE

Duration 5-8 Hours (Depend On Battery Capacity)

Max Range 300-500m

Impact 
Resistance

1m

Water 
Resistance

IP65

LED 1 * XM-L T6 LED

Battery Type 1 ×18650 Li-ion

Crust Materials Aircraft grade Aluminum alloy

Switch Head Switch

Size 128g/pc(excluded Battery), 14.3(L)×3.6 (H)× 2.7(Dia)cm

Accessories  Micro USB Cable

Feature Battery Power and Charging Display

Specifications

Illumination levels

High Mid Low Strobe SOS

Luminance 4000Lm \ 300Lm 4000Lm /

Duration 5-12 Hours (Depend On Battery Capacity)

Max Range 1000m

Impact Resistance 1m

Water Resistance IPX5

LED 1 × Cree XHP70 LED

Battery Type 2 ×18650 Li-ion

Crust Materials Aircraft grade Aluminum alloy

Switch Head Switch design and one touch Strobe function

Size 300g/pc(excluded Battery), 24.9(L)× 5.3(H)× 3.4 (Dia)cm

Accessories  Micro USB Cable

Feature
4 Levels Battery Power Display, Attack Head design, self 

defense


